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LTE-FDD: B1/2/ 3/ 4/5/ 7/ 8/ 12/ 13/ 18/
19/ 20/ 25/ 26/ 28

LTE-TDD: B38/ 39/ 40/ 41

UMTS: B1/ 2/ 4/ 5/ 6/ 8/ 19

GSM: B2/ 3/5/ 8
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GSM850: Class 4 (33 dBm +2 dB)
EGSMO900: Class 4 (33 dBm +2 dB)
DCS1800: Class 1 (30 dBm +2 dB)
PCS1900: Class 1 (30 dBm +2 dB)
GSM850 8-PSK: Class E2 (27 dBm +3 dB)
EGSMO900 8-PSK: Class E2 (27 dBm 3 dB)
DCS1800 8-PSK: Class E2 (26 dBm +3 dB)
PCS1900 8-PSK: Class E2 (26 dBm +3 dB)
WCDMA: Class 3 (24 dBm +1/-3 dB)
LTE-FDD: Class 3 (23 dBm +2 dB)
LTE-TDD: Class 3 (23 dBm +2 dB)

15 A @
1.8mA@
22mA @

LTE B1: -99.5 dBm (10 MHz)
LTE B2:-99.9 dBm (10 MHz)
LTE B3: -99.7 dBm (10 MHz)
LTE B4:-99.7 dBm (10 MHz)
LTE B5: -99.9 dBm (10 MHz)
LTE B7:-99.2 dBm (10 MHz)
LTE BS: -99.8 dBm (10 MHz)
LTE B12: -99.8 dBm (10 MHz)
LTE B13: -99.5 dBm (10 MHz)
LTE B18: -100 dBm (10 MHz)
LTE B19: -99.9 dBm (10 MHz)
LTE B20: -99.8 dBm (10 MHz)
LTE B25: -100 dBm (10 MHz)
LTE B26: -99.5 dBm (10 MHz)
LTE B28: -99.6 dBm (10 MHz)
LTE B38: -99 dBm (10 MHz)
LTE B39: -99.5 dBm (10 MHz)
LTE B40: -99.2 dBm (10 MHz)
LTE B41: -99 dBm (10 MHz)
WCDMA B1: -109.2 dBm
WCDMA B2: -110 dBm
WCDMA B4: -109.5 dBm
WCDMA B5: -110.4 dBm
WCDMA B6: -110.5 dBm
WCDMA B8: -109.5 dBm
WCDMA B19: -110.1 dBm
GSM850: -108 dBm
EGSM900: -108 dBm
DCS1800: -107.4 dBm
PCS1900: -107.5 dBm

USB

Windows 7/ 8/ 8.1/ 10/ 11
Linux 2.6~6.5

Android 4.x~13.x

GNSS

Android 4.x~13.x

RIL

Android 4.x~13.x

USB NDIS

Windows 7/ 8/ 8.1/ 10/ 11
USB MBIM

Windows 8/ 8.1/ 10/ 11
Linux 3.18~6.5

USB GobiNet

Linux 2.6~6.5

USB QMI_WWAN

Linux 3.4~6.5

TCP/ UDP/ PPP/ FTP/ HTTP/ NTP/ PING/ QMI/
NITZ/ SMTP/ MQTT/ CMUX/ HTTPS/ FTPS/
SMTPS/ SSL/ MMS/ FILE
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-35~+75°C
-40 ~ +85 °C
29.0 mm x 32.0 mm x 2.4 mm
499
LGA
3.3~4.3V 3.8V
3GPP E-UTRA Release 11
1.4/ 3/5/ 10/ 15/ 20 MHz
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